TRANSPARENT MATERIALS

RGD720

ASTM

UNITS

METRIC

UNITS

IMPERIAL

Tensile atrength D-ga8-03 MPa &0-85 pei T7250-9450
Elongation at break D-g38-05 % 15-25 E 16-25

Modulug of elasticity D-638-04 MPa 2000-3000 | pei 200,000-435,000
Flaxural Btrangth D-780-03 MPa 80-110 pei 12000-16000
Flaxural Modulua D-790-04 MPa 2700-3300 | pei 380,000-480,000
HOT, =C @ 0.45MPa D-g48-08 °c 4550 °F 113-122

HOT, *C @ 1.82MPa D-B48-07 G 45-50 °F 113-122

lzod Notehed Impact D-256-06 Jf'm 20-30 ft Ib/inch 0.975-0.562
Water Abaorption D-570-98 24hr % 1.6-2.2 % 1.5-2.2

Tg DMA, E» °C 48-50 °F 118-122

Shore Hardness (D) Bcale D Seale D B3-86 Scale D 83-86

Rockwell Hardneas Scale M Scale M Ta-78 Scale M T74-78
Polymerized dengity AETM D792 gfem3 1.18-1.18

Agh contart USP281 % 0.01-0.02 % 0.01-0.02

Find material properties for color maienisis on the Color Digitel Materials Dala Sheat.




